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S-480-29.1
CLARI FI CATI ON ADDENDUM

GENERAL

The intent of GSFC- S-480-29 Performnce Assurance Requirenents
docunment (PAR) is to provide a standard set of requirenents for the
AVHRR/ 3 and HIRS/ 3 polar orbiting type instrunents. Si nce each
supplier has their own wunique style of operation; specific
clarification of sonme requirenments has becone necessary. The
original version of this addendum which was rel eased in Septenber
1987 as an answer to an ITT letter (dated August 31, 1987) which

requested clarification of the PAR A subsequent version was
rel eased in Septenber 1988 as a result of the August 1988 contract
negoti ati ons. Revision C (March 1989) of the addendum was not
released to ITT. Instead Revision D, without itens 25 and 26 from
Revision C, was submitted to ITT with no cost inpact to the
contract. Revision E was never submtted to ITT. Revision F was

created to change the wording of itens 25 and 26 again by deleting
their text again and inserting "To be negotiated at a |ater date".
The Revision (G has been created to incorporate the fina

wording into itens 25 and 26. The Revision (H) has been created to
incorporate the final wording into section 5, and Appendices A and C
(see item 37).

| TEM

1. Regar di ng page 1-3, paragraph 1.6, it is Metsat's intention that
A/ OD continue working wi th NASA and DCAS i nspection personnel

2. Cost control requirenents mandate obtai ni ng goods and servi ces
from the |ow bidder anong those qualified. Paragraph 1.7.1
indicates that quality considerations are pertinent to being
qual i fi ed.

3. Page 1-5, paragraph 1.13 applies only to hardware qualified and
flown for other than previous AVHRR or H RS prograns.

4. Wth reference to page 2-1, paragraph 2.3c, as on the NOAA- H,
| and J Program GSFC intends to conduct the Pre-Ship Review at
| TT for the first AVHRR and H RS instrunents.

The remaining Pre-Ship Reviews will be conducted by phone.

5. Regardi ng page 2-2, paragraph 2.4, for purposes of this
contract, the requirenents in paragraph 2.4 shall be nmet when
the requirenments cited in item#12 bel ow are
satisfied.
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S-480-29.1

6. Regardi ng page 3-1, paragraph 3.1.1, for purposes of this
contract the requirenents in paragraph 3.1.1 shall be met when
the requirenments cited in item#12 bel ow are sati sfied.

6a. Wth respect to paragraph 3.2.1, the Schedul e of Subm ssion of
Verification Plan should be changed to:

a. Initial - 4 months after contract award
b. Baseline - 2 nonths before CDR
c. Update - At CDR

7. Wth reference to paragraph 3.2.2, "Verification Specifica-
tion," existing docunentation devel oped by ITT that
contains the information cited in this paragraph should be
updated to incorporate any changes resulting from new or
nodi fied environnental requirenents.

8. Page 3-3, paragraph 3.2.4. For the purposes of this
contract, the verification reports cited shall consist of
the final instrument |evel acceptance test report only.

9. The length of time required for consideration in defining
limted life itens is ten (10) years.

9a. Wth reference to paragraph 3.3.2.3, and item9 of this
addendum the contractor will conduct a |ife-test program
on those electrical parts determ ned by the contractor as
having a limted lifetinme, (less than 10 years), with the
exception of the HgCdTe detector device, which is presently
known to have limted life. GSFC does not w sh the
contractor to enbark on an expensive devel opnental program
to meet tine-associated guaranteed perfornmance. GSFC
acknow edges that recalibration and possibly replacenent of
this detector may be required within the five-year storage
l[ifetime |isted in the specification, and will authorize
this activity under a separate contract.

9b. Wth reference to paragraph 3.4.3.1, no separate structural
| oad tests, either Dynamic or Static, are required, other
than those perforned as part of the system sinusoidal and
random | evel testing.

10. Table 3-1 "Structural and Mechani cal Requirenents”: In
reference to acoustical requirenents, the tests nust be
performed if indicated by anal ysis or other considera-
tions. |If the design remains unchanged, acoustics testing
is not required.
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10a. Wth reference to paragraph 3.4.5.1, no analysis or tests
are required related to internal shock producing el enents,
as long as no changes are nmade to the present proven design
whi ch woul d i ntroduce new shock producing el enents.

10b. Wth reference to paragraphs 3.4.6.1 and 2, no new Ki nemati c
Anal yses are required for this contract, since no new
mechani cal operation is involved. Nornmal acceptance |evel
mechani cal function tests are required.

10c. Wth reference to paragraph 3.4.7.1, no Pressure Profile
Anal ysis or Test is required on this contract for either
i nstrunment because no changes have been nade to the proven
desi gns which would require this type of analysis or test.

10d. Wth respect to paragraph 3.4.8, no Mass Properties Test is
required on this contract for either instrunment other than
t he neasurenents of size, weight, center of gravity, etc.,
performed in the same manner as they were performed as part
of the acceptance testing on previous-design units, viz.
H RS/ 2
and AVHRR/ 2.

11. Regarding Paragraph 3.6, regeneration of detailed thermnal
analysis is not required if it can be shown that instrunent
changes which inpact thernal control are mnimal; i.e., the
i nstrunment thermal design remains within specification.

12. ITT will neet the requirements cited in Section 4 for the
pur poses of this contract by:

a. Submitting an updated version of the industrial safety
pl an previously submtted and,

b. Providing a letter certifying that the AVHRR/ 3 and
H RS/ 3 instrunments do not contain: radioactive sources,
pressuri zed vessels, ionizing and non-ionizing radiation
sources, toxic materials, pyrotechnic devices, explosive
charges or electrical grounding provisions other than
those that are connected to the spacecraft grounds.

C. | f Hazards do exist, the requirenments of section 4 wll
be fol | oned.

13. In general, with regard to Section 5, GSFC approves procuring
a part previously bought to a Code 311-approved | TT NOAA-
H1/J NSPAR provided that paragraph 5.2.2.1 of the PARIis
nmet. Additionally, if the part is now available as a Gade 1
part, it may be purchased as such.

14. Regarding page 5-1, paragraphs 5.2.1 and 5.2.4, the parts
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requi renents are now defined in docunent M L-STD 975G
Appendi x A, Section 5.2.1 has been changed from-975F to -975G

15. Regardi ng page 5-1, paragraph 5.2.2(b), specification S 311-
200 is inposed for hybrid mcrocircuits as a function of past
experience. For inpossible or inpractical situations, the
Met sat Project considers waivers on a case-by-case basis.

16. Regarding page 5-4, paragraph 5.2.4, for the purposes of this
contract, |ITT nust define the screening and | ot confornmance
testing requirenents for new el ectrical, electronic or
el ectromechani cal devices/parts not currently on a grade 1
QPL to GSFC s approval requirenents.

17. Page 5-5, paragraph 5.2.6, is replaced with the follow ng
par agraph fromthe spacecraft PAR ( GSFC- S-480- 26):

An internal destructive exam nation shall be perfornmed on a
decapped sanpl e of each manufacturing | ot or |ot-date code of
mcrocircuits, hybrid mcrocircuits and sem conduct ors.
Destructive physical analysis (DPA) tests, procedures, sanple
size, and criteria shall be as specified in GSFC Secification
S-311-70 (Appendix A). A defect in any of the specinens

as defined in S-311-70 shall be cause for lot rejection or a
Mat eri al Revi ew Board (MRB) action. Contractor DPA

procedures and requirenents may be used if they have been
submitted to Metsat in accordance with the contract.

18. Wth regard to page 5-5, paragraph 5.4, GSFC encourages the
conputer generation of lists to make updating and submi ssion
easi er.

19. Regarding page 5-7, paragraph 5.5, radiation testing may be
required. The requirenent is that devices used in flight
equi pnent neet their required application. |f device suscepti-
bility to radiation or shielding analysis indicates a marginal
design, a revised design or testing to assure conpliance w ||
be expect ed.

20. Regardi ng page 6-1, paragraph 6.2.4, Krytox 143 Lubri cant
Wai ver," Krytox 143 is liquid lubricant which exceeds the
outgassing requirement. It should be submtted on the
Lubrication List (GSFC Form 18-59C) and not on the Pol yneric
Materials List (GSFC Form 18-59A). Lubricants are not required
to meet the outgassing requirenents but their life nust exceed
the instrunent |life and they nmust not contani nate adjacent
optical surfaces. A waiver is not required.
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21. Wth regard to page 6-2, paragraph 6.4(b), "Engineering
Drawi ng, " engineering drawings are required to be submtted
upon GSFC request in order to describe and clarify a few
mat eri al applications during GSFC materials, processes and
[ubrication list reviews. Engi neering drawings will not be
needed for the HIRS and AVHRR revi ews because the materials
applications are identical to previous instrunents and
under st ood by the revi ewer.

22. Regarding page 7-1, paragraph 7.2.1, paragraph 5.0, Vol une |
of ML-HDBK-338 is adequate to be used by ITT as genera
desi gn gui del i nes.

23. Regarding page 7-1, paragraph 7.2.1, for the purposes of this
contract, the requirenents cited apply to new or changed de-
signs only.

24. Wth regard to page 7-2, paragraph 7.2.4.1, for purposes of
this contract, design specifications shall be witten for each
item of hardware of the system subsystem and conponent |eve
for new or changed designs only. The specification can be
formatted according to any accepted engineering practice
i ncl udi ng M L-STD 490A or conpany operating instructions.

25. Regarding page 7-2, paragraph 7.3.1, the FMECAs which were
prepared and submtted to GSFC for the previously flown H RS/
AVHRR i nstruments are consi dered adequate for the HHRS/ 3 and
AVHRR/ 3 design as of the date (February 13 - 14, 1990) of the
H RS/3 and AVHRR/3 CDR  FMECAs will be required, however, for
interface circuits which are either significantly changed
or totally designed after the date of the CDR

26. Regarding page 7-3, paragraph 7.3.3, the WCAs which were
prepared and submtted to GSFC for the previously flowm H RS/
AVHRR i nstruments are consi dered adequate for the HHRS/ 3 and
AVHRR/ 3 design as of the date (February 13 - 14, 1990) of the
H RS/3 and AVHRR/ 3 CDR. WCAs wi || be required, however, for
circuits which are either significantly changed or totally
designed after the date of the CDR

27. Wth regard to page 7-2, paragraph 7.3.1, since the AVHRR and
H RS designs do not provide redundancy, it shall be under-
stood for the purposes of this contract that the Critical Item
List required shall address new or changed designs only.
Critical Item Control Plans and Criti cal I[tem Test
Specifications shall not be required, except as noted in
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par agraph 3. 2. 2.

28. Regarding page 7-3, paragraph 7.3.2, stress anal yses
performed on previous AVHRR and HI RS i nstrunments shall be
updated to include all new or nodified circuitry. |If a
stress anal ysis does not exist, stress analysis shall only be
required for the new designs and their interfaces to
denonstrate that acceptable stress |evels are obtained.

29. Wth regard to page 7-3, paragraph 7.3.2, both the GSFC PPL
and M L-STD- 975 are acceptable references for parts derating

criteria. |ITT may use the docunment that best suites the
desi gner's needs, keeping in mnd the m ssion environnent and
goal s.

30. Regarding page 7-3, paragraph 7-4, 10 years is defined for
this contract as the basis for Limted-life itenms. (See
item 9, above).

31. Wth respect to paragraph 8.15.3.5, "heritage" design circuit
boards need not be redesigned to neet the test and inspection
criteria of the PARY PAIP. Only new boards are required to
totally neet this criteria. Note: "Heritage" boards which
have undergone m nor changes to accommbdat e NOAA- K/ L/ M shal
be treated as "heritage" design circuit boards.

32. Wth respect to paragraph 8.10.3, the contractor nust use the
i sted NASA Handbooks (NHBs) for new designs. The contractor
nmust have inspection and test procedures which have been
reviewed by a governnment quality representative for al
designs (new or heritage).

33. Regarding page 9-1, paragraph 9.0, contam nation control nust
be held at the sanme control |evels that produced the instrunments
on the previous contract. The procedures used on the AVHRR/ 2 and
H RS/ 2 instrunents nmust be submtted to GSFC for review and their
brief inplenmentation plan for the AVHRR/ 3 and H RS/ 3 i nstrunents
nmust be submtted to GSFC for approval

34. Wth reference to page 10-1, paragraph 10.1, these Software
Assurance Requirenents apply to this contract to the extent
required to support non-flight software. Test software wll
be mai nt ai ned under configuration control and changes are
subject to Metsat approval. Metsat desires only that limted
Qual ity Assurance be required to ensure conpliance with
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nmut ual Iy acceptabl e standards, and to provi de managenent
visibility into the ongoi ng software devel opnent effort.

35. Regarding Page 5-5, paragraph 5.2.6, S-311-70A, rather than
3-311-70, should be used for DPAs.

36. Regarding Page 10-1, paragraph 10.2 shall be added as
fol | ows:
10.2 SOFTWARE DEVELOPED BY SUBCONTRACTORS
For all subcontracted software, the contractor shall devel op
an acceptance test plan and acceptance test procedures which
shall be reviewed by a governnent software quality
representative and by Metsat. The acceptance test plan shal

list:

a. Each maj or functional, performance and software
requi renment.

b. The general tests which will be perfornmed to denonstrate
that the software satisfies each requirenent.

C. The environment in which each test will be run.

d. The sources of the data for each test.

e. The indication of a successful outcone for each test.

The test procedures shall docunent:

a. The steps to be followed in running each test in the
test plan.
b. The expected results of each test.

The acceptance tests shall be nonitored by a governnent
software quality representative and by Metsat.

After any deficiencies determ ned during testing have been
corrected, retesting shall be conducted by the contractor and
nmoni t ored by the governnment software quality representative
and Metsat.

Contractor software quality personnel shall verify that al
test results are fully and accurately recorded with al
di screpancies fully docunented. The contractor shal
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maintain files of the test and retest docunentation/results
and shall nmake these files avail abl e upon request to either
Met sat or a governnent software quality representative.

37. EEE Parts Control Requirenents are changed to a contractor
based or gani zati on provi di ng sel ecti on, procur enent,
standardi zation, disposition and approval of EEE parts;
therefore, section 5 is replaced in its entirety with the
attached new section 5.

Section 7.3.2 reference paragraph 5.2.3" is deleted. Appendi x

A section 5 (applicable docunments) is deleted and repl aced
with 5.2.2, 311-1 NST- 001, Instructions for EEE Parts
Sel ection, Screening, and Qualifications, Metsat Project
Ofice; 5.2.6, S-311-M 70, GSFC Specification--Construction
Anal ysis of Electronic Parts, Metsat Project Ofice (in the
appropriate colums). Appendix C delete all data in itens 11

12, 13, 14, and 15 and add delete in first colum. Add new
item 37, Program Approved Parts List, 5.3.1, Upon request, 5,

|; and 38, Parts ldentification List, 5.3.2, a. 90days ACA 5,

|; b. Update 30 days before Metsat Flight Assurance CDR 5, R

c. 30 days after any change to list, 5, R Table of Contents is
changed to refl ect new section 5.

38. Regarding paragraph 8.13.1.3, item ¢ (1) is deleted and
replaced with the foll ows:

(1) Repair—Fhe MRB shall approve repairs except as follows.
Standard repair procedures shall be submtted to Metsat in
accordance wth Appendix C For each repair, the
application of standard repair methods shall require
approval from the contractor’s Engineering and Product
Assurance G oup. Each standard repair nethod shall address
nunber of attenpted applications (each instance) that are
authorized prior to MRB review Standard repair nethods
that have been previously approved by Metsat, shall be
changed to incorporate the requirenents as specified above,
and resubmtted to Metsat for review and approval. The MRB
shall ensure that the hardware reliability and quality are
not conprom sed by excessive repairs.

Regardi ng paragraph 8.13.1.3, itemc (3) title is deleted and
replaced with the foll ow ng:

“Use-As-Is—Submit a request in accordance with Appendix C
except as follows:”

Regardi ng paragraph 8.13.1.3, itemc (3) the following note is
del eted: “Note: The products shall be withheld from further
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processing in a controlled area until direction for disposition
is given by the contracting officer.”

39. Regarding paragraph 8.13.2.2, item d is deleted and |ccrisw
replaced with the foll ow ng: MOD 143

d. Government or government authorized quality representative
(for failures of flight hardware)

Regar di ng paragraph 8.13.2.2, second paragraph, |ast sentence
Is del eted and replaced with the foll ow ng:

The FRB chai rman, denoting conpl etion of close-out actions for
failures of flight hardware and approval of the entire Board,
shall sign the malfunction report close-out before submtting
it to Metsat in accordance with Appendix C Failures rel ated
to test or support equi pnment need not be submitted to Metsat
and may be closed by the contractor’s Failure Review Board, as
defined by the contractors Failure Reporting Procedure.
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S-480-29.1
5. PARTS CONTROL REQUI REMENTS

5.1 GENERAL REQUI REMENTS

The contractor shall plan and inplenment an Electrical, Electronic, and
El ectronechani cal (EEE) Parts Control Programto assure that all parts
selected for use in flight hardware neet m ssion objectives for
quality and reliability. The contractor shall prepare a Parts Control
Pl an (PCP) describing the approach and net hodol ogy for inplenenting
the Parts Control Program The PCP shall be nade a part of the
proposal for review in accordance with contract delivery requirenents.

5.2 ELECTRI CAL, ELECTRONI C, AND ELECTROVECHANI CAL ( EEE)
PARTS

Al'l part comodities identified in the GSFC Preferred Parts List (PPL)
are considered EEE parts and shall be subjected to the requirenents
set forth in this section. Customor advanced technol ogy devices such
as custom hybrid mcrocircuits, detectors, Application Specific
Integrated GCircuits (ASIC), and Multi-Chip Mdules (MCM shall also be
subject to parts control appropriate for the individual technol ogy
(see 5.2.2.1).

5.2.1 Parts Control Board

The contractor shall establish a Parts Control Board (PCB) or a
simlar docunented systemto facilitate the nmanagenent, selection
standardi zation, and control of parts and associ ated docunentation for
the duration of the contract. The PCB shall be responsible for the
review and approval of all parts for conformance to program

requi renents, and for devel opi ng and mai ntai ni ng a Program Approved
Parts List (PAPL). In addition, the PCB shall be responsible for al
parts activities such as failure investigations, disposition of non-
conformances, and probl emresol utions. PCB operation procedures shal
be included as part of the PCP

5.2.1.1 PCB Meeti ngs--PCB neetings shall be convened on a regul ar
basis or as needed. Meeting mnutes or records shall be maintained by
the contractor to docunent all decisions nade and a copy provided to
GSFC within three days of convening the neeting. GSFC shall retain
the right to overturn decisions regardi ng non-conformnces within ten
days after receipt of nmeeting mnutes. GSFC nmay participate in PCB
meeti ngs and shall be notified in advance of all upcom ng neetings.
PCB activities nmay be audited by GSFC on a periodic basis to assess
conformance to the contractor’s PCP.
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5.2.2.1 Parts Sel ecti on and Processi ng

Al parts shall be selected and processed in accordance wth the GSFC

311-1 NST-001 Instructions for EEE Parts Sel ection, Screening and
Qualification. Part quality level shall be Gade 1. All application
notes in 311-1NST-001 shall apply. Contractor’s internal selection
and processi ng docunentation may be used if determned by the PCB to
be consistent with 311-1NST-001 for the specific mssion |evel.
Exceptions to 311-1NST-001 shall be identified in the PCP

5.2.2.1 Custom Devi ces--In addition to applicable requirenents of
311-1 NST-001, any custommcrocircuits, hybrid mcrocircuits, MM
ASIC, etc. planned for use by the contractor shall be subjected to a
design review. The review may be conducted as part of the PCB
activity. The design review shall address, at a m ninmum derating of
el enents, nethod used to assure each element reliability, assenbly
process and materials, and nethod for assuring adequate thernal

mat chi ng of materials.

5.2.3 Der ati ng

All EEE parts shall be used in accordance with the derating guidelines
of the PPL. The contractor's derating policy may be used in place of
the PPL guidelines and shall be submtted with the PCP

5.2.4 Radi ati on Har dness

Al parts shall be selected to neet their intended application in the
predi cted m ssion radiation environnment. The radiation environment
consists of two separate effects, those of total ionizing dose and

si ngl e-event phenonena. The contractor shall docunment the analysis
for each part with respect to both effects.

5.2.5 Verification Testing

Verification of screening or qualification tests are not required

unl ess deened necessary as indicated by failure history, G DEP Alerts,
or other reliability concerns. |If required, testing shall be in
accordance with 311-1NST-001 as determ ned by the PCB

5.2.6 Destructive Physical Analysis

A sanple of each |ot date code of mcrocircuits, hybrid mcrocircuits,
and sem conductor devices shall be subjected to a Destructive Physi cal
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Anal ysis (DPA). Al other parts nmay require a sanple DPAif it is
deened necessary as indicated by failure history, G DEP Alerts, or
other reliability concerns.

DPA tests, procedures, sanple size and criteria shall be as specified
in GSFC specification S-311-M 70, Destructive Physical Analysis.
Contractor's procedures for DPA may be used in place of S-311-M70 and
shall be submitted with the PCP. Variation to the DPA sanple size
requi renents, due to part conplexity, availability or cost, shall be
determ ned and approved by the PCB on a case-by-case basis.

5.3 PARTS LI STS

The contractor shall create and naintain a Program Approved Parts Li st
(PAPL) and a Parts ldentification List (PIL) for the duration of the
program The contractor may choose to incorporate the PAPL and PIL
into one list, which shall be submtted to GSFC as a PIL, provided
clear distinctions are nade as to parts approval status and whet her
parts are planned for use in flight hardware.

5.3.1 Pr ogram Approved Parts Li st

The Program Approved Parts List (PAPL) shall be the only source of
approved parts for flight hardware, and as such may contain parts not
actually in flight design. Only parts that have been eval uated and
approved by the PCB shall be listed in the PAPL. Parts nust be
approved for listing on the PAPL before initiation of procurenent
activity. The criteria for PAPL listing shall be based on 311-1NST-
001 and as specified herein (see 5.2.2). The PCB shall assure
standardi zati on and the maxi mum use of parts listed in the PAPL. The
PAPL and all subsequent revisions shall be available for GSFC revi ew
upon request.

5.3.1.1 Parts Approved on Prior Programnms--Parts previously approved

by GSFC via the contractorJs Nonstandard Parts Approval Request
(NSPAR) on the preceeding contract for a systemsimlar to the one
bei ng procured shall be evaluated by the PCB for continued conpliance
to current programrequirenents prior to listing in the PAPL. This
shal | be acconplished by determ ning that:

a. No changes have been nade to the previously approved
NSPAR, Source Control Draw ng (SCD) or vendor |ist.

b. Al stipulations cited in the previ ous NSPAR approval
have been inplenmented on the current flight |ot,
i ncl udi ng performance of any additional testing.
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5.3.2 Parts ldentification List

As opposed to the PAPL, the Parts ldentification List (PIL) shall 1ist
all parts planned for use in flight hardware, regardl ess of their
approval status. The initial PIL and subsequent updates shall be
submtted to GSFC in accordance with the contract delivery
requirenments.

5.4 ALERTS

The contractor shall be responsible for review ng and di spositioning
all CGovernnent |ndustry Data Exchange Program (G DEP) Alerts for
applicability to the parts proposed for use. |In addition, any NASA
Al erts and Advisories provided to the contractor by GSFC shall be
revi ewed and di spositioned.

38. Regarding paragraph 8.13.1.3, itemc(1l) is deleted and repl aced
with the foll ow ng:

(1) Repair--The MRB shall approve repairs except as foll ows.
Standard repair procedures shall be submtted to Metsat in
accordance with Appendix C. For each repair, the
application of standard repair methods shall require
approval fromthe contractors Engi neering and Product
Assurance G oup. Each standard repair nethod shall address
nunber of attenpted applications (each instance) that are
authorized prior to MRB review. Standard repair nethods
t hat have been previously approved by Metsat, shall be
changed to incorporate the requirenents as specified above,
and resubmtted to Metsat for review and approval. The MRB
shall ensure that the hardware reliability and quality are
not conprom sed by excessive repairs.

Regardi ng paragraph 8.13.1.3, itemc(3) title is deleted and
replaced with the foll ow ng:

Use- As-|s--Submt a request in accordance wi th Appendi x C except
as follows:

Regar di ng paragraph 8.13.1.3, itemc(3) the followi ng note is
del eted: “Note: The products shall be withheld from further

processing in a controlled area until direction for disposition
is given by the contracting officer.”
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Regardi ng paragraph 8.13.2.2, itemd is deleted and replaced with
t he foll ow ng:

d. Government or governnent authorized quality representative
(for failures of flight hardware)

Regar di ng paragraph 8.13. 2.2, second paragraph, |ast sentence is
del eted and replaced with the foll ow ng:

The FRB chairman, denoting conpletion of close-out actions for
failures of flight hardware and approval of the entire Board,
shall sign the mal function report close-out before submtting it
to Metsat in accordance with Appendix C. Failures related to
test or support equi pnent need not be submitted to Metsat and may
be closed by the contractor’s Failure Review Board, as defined by
the contractors Failure Reporting Procedure.
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